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ABSTRAK 

 

PENGARUH BAHAN TAMBAH SIKA VISCOCRETE 3115 N DAN SERAT 

POLYPROPYLENE TERHADAP UJI KUAT TARIK BELAH FOAM 

CONCRETE 

 

 
Beton busa merupakan beton yang dibuat tanpa adanya agregat kasar dan penerapan 

teknologi foam dengan adanya penambahan foam agent (cairan busa) sehingga beton 

menjadi ringan Pada campuran beton busa agar bisa menahan keretakan yang sering 

terjadi pada beton, yaitu dengan penambahan serat polypropylene. Digunakan juga 

bahan tambah lain berupa superplasticizer yaitu Sika Viscocrete 3115 N. Sehingga 

beton mudah dikerjakan dan juga dapat mempercepat proses pengerasan dan 

meningkatkan workability beton..Tujuan penelitian ini adalah mengetahui pengaruh 

pengerasan beton busa dengan penambahan Sika Viscocrete 3115N terhadap uji kuat 

tarik belah, pengaruh Sika Viscocrete 3115N terhadap waktu pengerasan beton pada 

foam concrete dengan pengujian setting time dan Serat polypropylene terhadap uji kuat 

tarik belah beton busa. Penelitian ini menggunakan metode eksperimental dilakukan di 

laboratorium Universitas Indo Global Mandiri. Peralatan yang digunakan pada 

penelitian ini adalah saringan,silinder,Oven,timbangan,piknometer,sieve shaker, 

mixer,mesin uji kuat tarik belah, tabung ukur dan alat pelengkap.adapun bahan yaitu 

semen Portland,agregat halus,air,foam agent,serat polypropylene dan superplasticizer. 

hasil dari penelitian ini menunjukan bahwa Serat Polypropylene sebagai bahan tambah 

beton busa menghasilkan nilai kuat tarik belah dari campuran beton, meningkat secara 

signifikan dan Dengan adanya penambahan Sika Viscocrete 3115 N sebanyak 0,4% pada 

beton busa sangat bepengaruh terhadap waktu pengikatan beton. Pengaruh beton busa 

dengan penambahan sika viscocrete terhadap nilai kuat tarik belah beton mengalami 

kenaikan sebesar 2,97% dari beton busa tanpa campuran. 

 

Kata kunci Serat Polypropylene, Sika Viscocrete 3115 N, Foam Agent, Kuat Tarik 

Belah, Beton 
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ABSTRACT 

 

 
EFFECT OF ADDITIONAL SIKA VISCOCRETE 3115 N AND 

POLYPROPYLENE FIBER ON THE SLIDING STRENGTH TEST OF FOAM 

CONCRETE 

 

 
Foam concrete is concrete that is made without coarse aggregate and the application of 

foam technology with the addition of a foam agent (liquid foam) so that the concrete 

becomes light. In foam concrete mixtures, in order to withstand the cracks that often 

occur in concrete, namely by adding polypropylene fibers. Another added material is a 

superplasticizer, namely Sika Viscocrete 3115 N. So that the concrete is easy to work 

with and can also speed up the hardening process and increase the workability of the 

concrete. Sika Viscocrete 3115N on concrete hardening time on foam concrete with 

setting time testing and Polypropylene Fiber on split tensile strength test on foam 

concrete. This study used an experimental method conducted at the Indo Global 

Mandiri University laboratory. The equipment used in this study were sieves, cylinders, 

ovens, scales, pycnometers, sieve shakers, mixers, split tensile strength testing 

machines, measuring cylinders and attachments. The materials are Portland cement, 

fine aggregate, water, foam agent, polypropylene fiber. and superplasticizers. The 

results of this study indicate that polypropylene fiber as an additive to foam concrete 

produces a significant increase in the split tensile strength of the concrete mixture. With 

the addition of 0.4% of Sika Viscocrete 3115 N to foam concrete, it greatly influences 

the time of concrete setting. The effect of foam concrete with the addition of viscocrete 

sika on the split tensile strength value of concrete increased by 2.97% from foam 

concrete without mixture. 

 

Keywords Polypropylene Fiber, Sika Viscocrete 3115 N, Foam Agent, Split Tensile 

Strength, Concrete. 
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