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ABSTRAK 

 

Lapisan AC-WC merupakan lapisan rentan terhadap kerusakan akibat temperatur tinggi 

dan beban lalu lintas berat. Penggunaan aspal modifikasi seperti aspal PEN 60/70 dicampur 

dengan aspal PG 76 merupakan salah satu upaya untuk meningkatkan kinerja pelayanan dari 

perkerasan jalan dengan tujuan untuk menghasilkan campuran dengan stabilitas yang baik pada 

teperatur yang tinggi dan beban lalu lintas berat. Untuk menganalisa kinerja campuran yang 

dihasilkan menggunakan aspal modifikasi dilakukan metoda Marshall Immersion. Tujuan dari 

penelitian ini untuk menganalisa kinerja dari campuran AC-WC menggunakan aspal PEN 

60/70, aspal PEN 60/70 yang dicampur dengan aspal PG 76 dan aspal PG 76 terhadap 

temperature tinggi dan beban lalu lintas berat. Kadar Aspal Optimim pada campuran aspal PEN 

60/70 didapat nilai 6,37%, campuran aspal aspal PEN 60/70 dicampur PG 76 didapat nilai 6,5% 

dan untuk aspal PG 76 didapat nilai 6,6%. Pengujian Marshall Immersion dengan tujuan untuk 

mengetahui Indeks Kekuatan Sisa (IKS) pada campuran dengan peredaman 30 menit dan 24 

jam pada temperatur 60oC untuk mengetahui durabilitas aspal bertahan dari pengaruh 

temperature dan beban lalu lintas berat. 



ABSTRACT 

 

 The AC-WC layer is a layer that is susceptible to damage due to high temperatures 

and heavy traffic loads. The use of modified asphalt such as PEN 60/70 asphalt mixed with PG 

76 asphalt is an effort to improve the service performance of road pavement with the aim of 

producing a mixture with good stability at high temperatures and heavy traffic loads. To 

analyze the performance of the mixture produced using modified asphalt, the Marshall 

Immersion method was used. The aim of this research is to analyze the performance of AC-

WC mixtures using PEN 60/70 asphalt, PEN 60/70 asphalt mixed with PG 76 asphalt and PG 

76 asphalt against high temperatures and heavy traffic loads. The optimal asphalt content for 

the PEN 60/70 asphalt mixture was found to be 6.37%, for the PEN 60/70 asphalt mixture 

mixed with PG 76, the value was 6.5% and for PG 76 asphalt the value was 6.6%. Marshall 

Immersion testing aims to determine the Residual Strength Index (IKS) of the mixture with 30 

minutes and 24 hours of dampening at a temperature of 60oC to determine the durability of the 

asphalt to withstand the influence of temperature and heavy traffic loads. 
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